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Transient response of a beam subjected to distributed load
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DEFLECTION,AT:0.0001
Maximum Displacement = 3.66514e09
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Boundary Condition :

Material Property
Element Type

Displacement:TY &
. Pt
1 1 | Q4070050
| x/\
g e \
] F
s / !
a i A
S | £ \ | |
& \
st ! £ \ | |
> "
oLeL i | |
oo \/’
OAiE40363 \/
5 e L i
C

Ux, Uz, Ry, Ry, R, = 0 at node 1. Uy, U, Ry, Ry = 0 at node 2, 3, 4, 5.
and node 6 all 6 DOF are arrested

Ex = 3.0 X10"psi, v= 0.3, p= 0.000728 Ib-sec/in*

2-D beam element, 2-D translational spring element

Geometry A =1.3333in? Iz = 800.6 in*
Time 0 0.02 0.0201 0.04
Load (Sec.)
Load(N) O 1 0 0
Finite element Number of elements ~ Number of nodes ~ Degrees of freedom
statistics 5 6 9
Output parameters Theoretical ~ FEASTMT NISA2®
Frequency Mode 1 20.86 20.92 20.87
(rad/sec) Mode 2 82.28 84.56 88.47
Time of Maximum 0.049 0.049 0.049
Response (sec)
Maximum 0.015 0.015 0.015

Displacement (in)
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